RETAINING WALL (DESIGN
ACCORDING TO PLAN DETAILS)

NOTE:

PAYMENT FOR RETAINING

WALL (ALL KINDS) INCLUDES

THE DRAINAGE MATERIALS,
ALTERNATE DRAINAGE MATERIALS
MAY BE USED, IF APPROVED

BY THE ENGINEER.
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STANDARD DRAINAGE FOR RETAINING WALLS

(FOR HEIGHTS FROM 6 FT.TO 8 FT.- SPECIAL DESIGN DRAINAGE
REQUIRED FOR RETAINING WALLS OVER 18 FT.IN HEIGHT.)

& DRAINAGE ALTERNATES MAY
BE OMITTED IF "H'DOES NOT

DETAIL FOR RAISING HEADWALL

DETAILS OF RETAINING WALL TYPICAL SECTIONS

(g) - SLOPED BACKFILL, NO DITCH
(b) - SLOPED BACKFILL WITH DITCH
(c) - FLAT BACKFILL

d = DITCH DEPTH, 6’-12" TYPICAL

ALTERNATE "A" SHOWN

ALT.'A' OR B
PERMITTED, SEE
DETAILS AT LEFT
IF_REQ'D.

(a) SEE PLANS FOR DESIGN
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SLOPE TO 4 6’ -3" 7-0"
SLOPE TO 2 4'-6" 4'-9"
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¥ GREATER "H*" PERMITTED IF APPROVED
BY BRIDGE DESIGN.

* ¥ MAXIMUM '"H' OF 7°'-3"HERE IF
TRAFFIC IS ON BACKFILL.
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TYPICAL SECTION FOR GRAVITY TYPE WALL
MATERIALS: CLASS "B" CONC. OR MORTAR RUBBLE MASONARY.

TYPICAL PIPE PLUG

STATE PROJECT NUMBER NO

SHEET | TOTAL

SHEETS

GA. |CSSTP-0001-00 (933) 122

155

NOTE:
SEE STANDARD 4948 WHERE CONCRETE
SIDE BARRIERS ARE DESIRED.
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GRAVITY WALL WITH
BARRIER FACE SHALL
BE CONSTRUCTED WITH

CLASS "A" CONCRETE.

PAV. SURFACE

)

4" |.D. WEEPHOLES
AT 8’0.C

TYPICAL SECTION FOR GRAVITY WALL WITH BARRIER FACE

SECTION

NOTE: PLAN PAY QUANTITIES ARE TO REFLECT PIPE PLUGS
AS CU. YDS. OF CL. A OR CL.B CONCRETE. ON
CONSTRUCTION PLUGS MAY BE BUILT WITH BRICK
MASONRY, MORTAR RUBBLE MASONRY, CL. A CONC,,

OR CL.B CONC. WITH NO ADJUSTMENT IN PAYMENT
MADE FOR ALTERNATES.
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12 8" 0.0194
5" 8" 0.0303
18" 8" 0.0436
24" 8" 0.0776
30" 8" 0.1212
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